NOTES:
1. DIMENSIONS NOTED ARE THE MINIMUM CLEARANCES REQUIRED BY THE FACTORY, CONSULT LOCAL BUILDING CODES AND NEC FOR ADDITIONAL CLEARANCE REQUIREMENTS.
2. ALL STANDARD PIPING TERMINATES INSIDE OF CABINET.
3. ALL OPTIONAL PIPING (TOP/SIDE) TERMINATES OUTSIDE OF CABINET.
4. ALL COMPONENTS AND OPTIONS ARE NOT SHOWN.
5. SEE TABLE FOR CONNECTION PIPE SIZES.
6. ALL DIMENSIONS ARE IN INCH [mm] FORMAT.

DIMENSIONAL DATA

- Water/Glycol Cooled
- Standard Piping Locations

- Connection Pipe Size (in)
  - UNIT (TON): 16, 20, 26
  - LIQUID: 5/4 [19.05], 5/3 [15.88], 7/8 [22.23]
  - HOT GAS: 3/4 [19.05], 3/4 [19.05], 7/8 [22.23]

COMPONENT BREAKDOWN

- Plate Fin Condenser w/ Strainer one per circuit (Water/Glycol systems only)
- FILTERS: 25" [635.00] x 20" [508.00] x 4" [102.00] 3 required
- 16" [406.40] x 25" [635.00] x 4" [102.00] 2 required
- Liquid Line #2
- Hot Gas Line #1
- Condensate Drain
- Electric Reheat

FLOOR CUTOUT DIMENSIONS

- Part of
  - 550-900-541
  - DWG NO.

3/31/2016 2:20:04 PM