**NOTES:**

1. DIMENSIONS NOTED ARE THE MINIMUM CLEARANCES REQUIRED BY THE FACTORY. CONSULT LOCAL BUILDING CODES AND NEC FOR ADDITIONAL CLEARANCE REQUIREMENTS.
2. ALL STANDARD PIPING TERMINATES INSIDE OF CABINET.
   ALL OPTIONAL PIPING (TOP/SIDE) TERMINATES OUTSIDE OF CABINET.
3. NOT ALL COMPONENTS AND OPTIONS ARE SHOWN.
4. ALL DIMENSIONS ARE IN INCH [mm] FORMAT.
5. SEE TABLE FOR CONNECTION PIPE SIZES.

---

**CONNECTION PIPE SIZE (ø)**

<table>
<thead>
<tr>
<th>UNIT (TON)</th>
<th>8</th>
<th>10</th>
<th>13</th>
</tr>
</thead>
<tbody>
<tr>
<td>LIQUID</td>
<td>5/8</td>
<td>5/8</td>
<td>5/8</td>
</tr>
<tr>
<td>HOT GAS</td>
<td>3/4</td>
<td>3/4</td>
<td>3/4</td>
</tr>
</tbody>
</table>

---

**FILTER**

18” [457.00] x 25” [635.00] x 4” [102.00] (3) REQUIRED

---

**COMPONENT BREAKDOWN**

- Blower Motor
- Adjustable Base Plate
- Electric Reheat
- Blower
- Scroll Compressor
- Evaporator Coil
- Steam Generator Humidifier
- Plate Fin Condenser
- Electrical Box
- Plate Fin Condenser

---

**DIMENSIONAL DATA**

- 36” [914.00] RECOMMENDED CLEARANCES FOR FRONT AND BOTH SIDES.
- 36” [914.00] RECOMMENDED CLEARANCES FOR FRONT AND BOTH SIDES.

---

**STANDARD PIPING LOCATIONS**

- 5/8 [19.05] CONDENSATE DRAIN
- Ø3/4 [19.05] CONDENSATE DRAIN

---

**FLOOR CUTOUT DIMENSIONS**

- 10” [254.00] X 4” [102.00] AIR PIPING AREA
- 10” [254.00] X 4” [102.00] WATER/GLYCOL PIPING AREA

---

**REVISIONS**

<table>
<thead>
<tr>
<th>REV</th>
<th>DESCRIPTION</th>
<th>DATE</th>
<th>BY</th>
<th>FROM</th>
</tr>
</thead>
<tbody>
<tr>
<td>J</td>
<td>UPDATED PIPE SIZES AND ADDED TABLE</td>
<td>10–29–15</td>
<td>RRK</td>
<td>-</td>
</tr>
</tbody>
</table>

---

**8, 10, & 13 TON**

**DOWNSFLOW MODULAR**

**DATA TEMP**