NOTES:

1. DIMENSIONS NOTED ARE THE MINIMUM CLEARANCES REQUIRED BY THE FACTORY.
   CONSULT LOCAL BUILDING CODES AND NEC FOR ADDITIONAL CLEARANCE REQUIREMENTS.
2. NOT ALL COMPONENTS AND OPTIONS ARE SHOWN.
3. ALL UNIT DIMENSIONS ARE IN INCH [mm] FORMAT.
4. ALL STANDARD PIPING TERMINATES INSIDE OF CABINET.
   ALL OPTIONAL TOP PIPING TERMINATES OUTSIDE OF CABINET.

COMPONENT BREAKDOWN

REAR DOOR

ELECTRICAL BOX

CHILLED WATER COIL

DATA ALARM
PROCESSOR 4, (dap4)
UNIT MOUNTED DISPLAY

FRONT DECORATIVE DOOR

PLUG FANS
6 REQUIRED

CONDENSATE PUMP
(OPTIONAL)

FILTERS
20" [508.00] X 20" [508.00]
X 2" [51.00] 1 REQUIRED
16" [406.00] X 20" [508.00]
X 2" [51.00] 3 REQUIRED

#1 1/4 [32.00] WATER OUT
#1 1/4 [32.00] WATER IN

DIMENSIONAL DATA

24" [610.00] RECOMMENDED SERVICE CLEARANCE FOR FRONT AND REAR

G Data Aire
30 Kw
CHILLED WATER

BOTTOM PANEL LAYOUT DIMENSIONS
(PIPING AREA REFERENCE)

PIPING AREA

REV
DESCRIPTION
DATE
BY
CHKBY
E
UPDATED CONDENSATE PUMP GRAPHIC
05-04-17
JAP
JS