NOTES:

1. DIMENSIONS NOTED ARE THE MINIMUM CLEARANCES REQUIRED BY THE FACTORY, CONSULT LOCAL BUILDING CODES AND NEC FOR ADDITIONAL CLEARANCE REQUIREMENTS.
2. NOT ALL COMPONENTS AND OPTIONS ARE SHOWN.
3. ALL UNIT DIMENSIONS ARE IN INCHES [mm] FORMAT.
4. ALL STANDARD PIPING TERMINATES INSIDE OF CABINET.
   ALL OPTIONAL TOP PIPING TERMINATES OUTSIDE OF CABINET.

CONDENSATE PUMP CANNOT BE UNIT MOUNTED, WHEN HUMIDIFIER IS INSTALLED IN UNIT.

---

REVISIONS

REV | DESCRIPTION | DATE | BY | CHKBY
--- | --- | --- | --- | ---
F | UPDATED CONDENSATE PUMP GRAPHIC | 05-04-17 | JAP | JS

---

DIMENSIONAL DATA

gForce IR
60 KW
CHILLED WATER

---

COMPONENT BREAKDOWN

PLUG FAN
ELECTRICAL BOX
DATA ALARM PROCESSOR 4, (dop4) UNIT MOUNTED DISPLAY
FRONT DECORATIVE DOOR
CHILLED WATER COIL
UNIT MOUNT CONDENSATE PUMP (AVAILABLE ONLY IF NO HUMIDIFIER)
CANISTER STEAM GENERATOR HUMIDIFIER (OPTIONAL)

---

BOTTOM PANEL LAYOUT DIMENSIONS
(PIPING & ELECTRICAL AREA REFERENCE)

24" [610.00] WATER IN
24" [610.00] WATER OUT

---

gForce IR
60 KW
CHILLED WATER

---

DRAWN BY: J. PERKINS
CHECKED BY: G. MAGARA
DATE: 09-10-2012
REV: F

PART OF
565-900-201
DWG NO.